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VIBROVAGLI PER POLVERI
VIBRATING SCREENS FOR POWDERS
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Bl.P2V 600/5-800/5-900-1200-1500-1800-2200

Applicazioni :

Particolarmente indicato in tutte le fasi che necessitano di una
setacciatura di controllo con

massimo 5 % di scarto sopra rete.

Nelle ceramiche allo scarico degli atomizzatori, allo scarico dei mulini
continui in funzione di sghiaiatore.

Nella versione RP al controllo prima delle presse

Nelle industrie alimentari e zootecniche al carico dei prodotti sfusi e
prima delle insaccatrici

Vantaggi:

Grande portata.

La costruzione con le parti a contatto completamente in acciaio
inossidabile AISI 304 ad alto spessore garantisce resistenza
all’abrasione, alle alte temperature, alla corrosione di acidi e sali.

Evita la contaminazione del prodotto.

La forma costruttiva con entrata e uscita in asse e il limitato ingombro in
altezza facilitano I'istallazione di questo setaccio in punti dell’impianto
con spazi ristretti.

La versione carrellata lo rende idoneo per lo spostamento in spazi
angusti.

Bassa rumorosita. Basso profilo.

Optional:

Certificazione ATEX.

Versione per |'utilizzo su trasporti pneumatici in pressione o
depressione.

Doppia o tripla rete vagliante

Coperchio.

Carrello per lo spostamento.

Sistemi di pulizia delle reti.

Tutti gli accessori abitualmente disponibili per i setacci di nostra
produzione.

Disponibile nella versione AISI316 (altri materiali a richiesta).
Carpenterie esterne in acciaio inox AlSI 304

Finiture particolari (elettro lucidatura, lucidatura a specchio o
rivestimenti plastici)

Per caratteristiche tecniche specifiche consultare il nostro ufficio
commerciale.

Modello

Model

Materiale costruttivo
Material of construction

Bl.P2V 600/5-800/5-900-1200-1500-1800-2200

Applications :

Particularly suggested for all the phases which need a control sieving
with max. 5-7% of waste above the screen.

It is usually placed as follows:

In the ceramics at the spry driers outlet, at continuous mill discharge
as first stones selection.

In the version RP at checking before presses.

In the food and zootechnics companies at trucks loading of the bulk
products or before the sack filling machines

Advantages:

Big delivery.

The parts in contact with the product are completely in stainless steel
AISI 304 with high thickness. In this way it grants resistance to
abrasion, to high temperatures, to the acids and salts corrosion.

It avoids the product contamination.

The manufacturing shape with inlet and outlet in axe and the small
size in height make its installation easier in plants position where
there is small space.

The wheeled version makes it suitable for its moving in narrow space.
Low noise Low height

Optional:

"Atex” certification

Available in version for pneumatic movement in pressure or
depressurise.

With two or three sieving nets

Cover

Trolley for displacement

Nets cleaning system

All the accessories usually available for the vibrating sieves of our
production

Available in the version in stainless steel AlSI 316. (other material on
request)

External carpentry in stainless steel AlSI 304

Particular finishing (electro polishing, mirror polishing or plastic
coatings).

For specific technical features, ask our sales office

Potenza elettrica
Electric power

Superfice vagliante

RPM Screening surface

BI.P2V. 600S /I piano - deck Inox AISI 304 L./ Stainless steel 0,48 Kw. 1500 | Mq. / Sq. mt. 0,265
BI.P2V. 800S/1 piano - deck Inox AISI 304 L./ Stainless steel 0,70 Kw. 1500 | Mq. / Sq. mt. 0,377
BI.P2V. 900/1 piano - deck Inox AISI 304 L./ Stainless steel 1,24 Kw. 1500 | Mq. / Sq. mt. 0,589
BI.P2V. 1200/ piano - deck Inox AISI 304 L./ Stainless steel 1,24 Kw. 1500 | Mq. / Sq. mt. 0,935
BI.P2V. I500/1 piano - deck Inox AISI 304 L./ Stainless steel 1,30 Kw. 1500 | Mq. / Sq. mt. 1,465
BI.P2V. 1800/ piano - deck Inox AISI 304 L./ Stainless steel 1,32 Kw. 1500 | Mq. / Sq. mt. 2,170
BI.P2V. 2200/ piano - deck Inox AISI 304 L./ Stainless steel 1,32 Kw. 1500 | Mq. / Sq. mt. 3,200

Disponibili fino ad un massimo di 3 piani - Available up to a maximum of 3 decks




VERSIONI BOCCHE OPTIONAL
A RICHIESTA MISURE DIVERSE
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Modello
Model A B C D E F G H 1 LM N P Q R

BI.P2.V.600S/1|1120 | 715 [ 561 | 630 [S26 | 595 | 300 | 646| 690 | 336 | 450 [ 149 491 [ 125 | 125

BI.P2.V.800S/1|1295 | 653 [647,5| 730 (612,5| 695 | 300 | 753| 805 | 279 | 515 | 85 | 425 160 | 200

BI.P2.V.900/1 |1S30| 735858 | 969 | 823 | 934 | 400 | 950 | 1010 | 391 | 627 | 164 | S60 | 160 | 200

BI.P2.V.1200/1 |1745 | 810 | 1045|1185 | 1010 | 1150 | 400 | 1165| 1225| 391 | 733 | 147 | 587 | 160 | 200

BI.P2.V.1500/1 |1762 [ 995 | 1045 (1185 | 1010 | 1150 | S00 | 1450| 1510 | 530 | 890 | 149 | S72| 200 | 200

BI.P2.V.1800/1 |2628| 961 | 1539(1539| 1497| 1497| S00 | 1745| 1805| 480 | 1151 | 159 | 720 | 250 | 300

BI.P2.V.2200/1|2628| 1242[ 1539|1539 1497| 1497| S00 | 2152| 2194| 598 | 1315( 89 | 948 300 | 300
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